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1
SIGNAL GENERATING METHOD AND
APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Patent
Application No. PCT/CN2011/073394, filed on Apr. 27,
2011, which claims priority to Chinese Patent Application
No. 201010213306.7, filed on Jun. 18, 2010, both of which
are hereby incorporated by reference in their entireties.

FIELD OF THE INVENTION

The present invention relates to the field of signal technolo-
gies, and in particular, to a signal generating method and
apparatus.

BACKGROUND OF THE INVENTION

In a communication system, important modulation modes
include quadrature phase shift keying (Quadrature Phase
Shift Keying, QPSK), 16 quadrature amplitude modulation
(16 Quadrature Amplitude Modulation, 16QAM), and dual
polarization quadrature phase shift keying (Dual Polarization
Quadrature Phase Shift Keying, DP-QPSK). Accordingly, a
QPSK signal may be obtained by adopting the QPSK modu-
lation, a 16QAM signal may be obtained by adopting the
16QAM modulation, and a DP-QPSK signal may be obtained
by adopting the DP-QPSK modulation.

Referring to FIG. 1, FIG. 1 is a schematic diagram of an
existing modulation structure for generating a QPSK signal.
As shown in FIG. 1, a QPSK modulator receives an externally
input data stream (Data) and an optical signal that is input by
a laser diode (D), and performs QPSK modulation on the
input optical signal by using the data stream, so as to obtain a
QPSK signal and output the QPSK signal. The QPSK signal
modulation structure show in FIG. 1 is capable of generating
only a QPSK signal, but cannot generate other signals.

Referring to FIG. 2, FIG. 2 is an existing schematic dia-
gram of a modulation structure for generating a 16QAM
signal. As shown in FIG. 2, an optical signal output by an LD
is split into a first optical signal and a second optical signal
that have the same optical amplitude (that is, having the same
optical power), and the second optical signal is processed by
avariable optical attenuator (VOA), so that the optical ampli-
tude of the second optical signal is attenuated to 25% (that is,
the optical power is attenuated to 25%); a first QPSK modu-
lator receives externally input Data and the first optical signal,
and performs QPSK modulation on the first optical signal by
using the externally input Data, so as to obtain a first QPSK
signal; a second QPSK modulator receives externally input
Data and the second optical signal that is processed by the
VOA, and performs QPSK modulation on the second optical
signal that is processed by the VOA by using the externally
input Data, so as to obtain a second QPSK signal; and a
16QAM signal is obtained by combining the first QPSK
signal and the second QPSK signal, and is then output. The
16QAM signal modulation structure shown in FIG. 2 is
capable of generating only a 16QAM signal, but cannot gen-
erate other signals.

Referring to FIG. 3, FIG. 3 is a schematic diagram of an
existing modulation structure for generating a DP-QPSK sig-
nal. As shown in FIG. 3, an optical signal of an LD is input
into a polarization beam splitter (PBS) and then split into a
first optical signal and a second optical signal that have dif-
ferent polarization directions; the polarization direction of the
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2

first optical signal is orthogonal to that of the second optical
signal, and the optical power of the first optical signal is equal
to that of the second optical signal; a first QPSK modulator
receives externally input Data and the first optical signal, and
performs QPSK modulation on the first optical signal by
using the externally input Data, so as to obtain a first QPSK
signal; a second QPSK modulator receives externally input
Data and the second optical signal, and performs QPSK
modulation on the second optical signal by using the exter-
nally input Data, so as to obtain a second QPSK signal; and a
DP-QPSK signal is obtained by combining the first QPSK
signal and the second QPSK signal through a polarization
beam combiner (PBC), and is then output. The DP-QPSK
signal modulation structure shown in FIG. 3 is capable of
generating only a DP-QPSK signal, but cannot generate other
signals.

The modulation structures for generating the QPSK,
16QAM, and DP-QPSK signals are capable of generating
only a corresponding type of signals respectively, but cannot
generate other types of signals.

SUMMARY OF THE INVENTION

To solve the technical problems in the prior art, embodi-
ments of the present invention provide a signal generating
method and apparatus, so as to generate different signals.

An embodiment of the present invention provides a signal
generating apparatus, including:

a first adjustment module, a polarization beam splitter, a
first quadrature phase shift keying modulator, a second
quadrature phase shift keying modulator, a second adjust-
ment module, and a polarization beam combiner, where

the first adjustment module is configured to adjust an inci-
dent angle of an optical signal entering the polarization beam
splitter, so that the polarization beam splitter outputs a first
optical signal and a second optical signal that have a preset
power ratio;

the first quadrature phase shift keying modulator is config-
ured to modulate the first optical signal by using an externally
input data stream, so as to obtain a first quadrature phase shift
keying optical signal;

the second quadrature phase shift keying modulator is con-
figured to modulate the second optical signal by using an
externally input data stream, so as to obtain a second quadra-
ture phase shift keying optical signal;

the second adjustment module is configured to adjust a
polarization state of the first quadrature phase shift keying
optical signal or a polarization state of the second quadrature
phase shift keying optical signal, before the first quadrature
phase shift keying optical signal and the second quadrature
phase shift keying optical signal are input into the polariza-
tion beam combiner; and

the polarization beam combiner is configured to output a
16 quadrature amplitude modulation signal when the polar-
ization states of the two quadrature phase shift keying optical
signals are the same, or configured to output a dual polariza-
tion quadrature phase shift keying signal when the polariza-
tion states of the two quadrature phase shift keying optical
signals are orthogonal.

An embodiment of the present invention provides a signal
generating method, including:

adjusting an incident angle of an optical signal entering
into a polarization beam splitter, so that the polarization beam
splitter outputs a first optical signal and a second optical
signal that have a preset power ratio;
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performing quadrature phase shift keying modulation on
the first optical signal by using an externally input data
stream, to obtain a first quadrature phase shift keying optical
signal;

performing quadrature phase shift keying modulation on
the second optical signal by using an externally input data
stream, to obtain a second quadrature phase shift keying
optical signal;

adjusting a polarization state of the first quadrature phase
shift keying optical signal or a polarization state of the second
quadrature phase shift keying optical signal, before the first
quadrature phase shift keying optical signal and the second
quadrature phase shift keying optical signal are input into a
polarization beam combiner; and

when the polarization states of the two quadrature phase
shift keying optical signals are the same, outputting, by the
polarization beam combiner, a 16 quadrature amplitude
modulation signal; and when the polarization states ofthe two
quadrature phase shift keying optical signals are orthogonal,
outputting, by the polarization beam combiner, a dual polar-
ization quadrature phase shift keying signal.

Compared with the prior art, the embodiments of the
present invention have the following beneficial effects:

In the embodiments of the preset invention, two optical
signals having a preset power ratio may be obtained by adjust-
ing an incident angle of an optical signal entering a polariza-
tion beam splitter, and QPSK modulation is performed on the
two optical signals by using an externally input data stream
respectively to obtain two QPSK signals; according to an
optical power ratio of the two QPSK signals, the two QPSK
signals may be adjusted to have the same polarization state
and then combined to obtain a 16QAM signal; or the two
QPSK signals is adjusted to have orthogonal polarization
states and then combined to obtain a DP-QPSK signal. In this
manner, different signals can be generated.

BRIEF DESCRIPTION OF THE DRAWINGS

To illustrate technical solutions in the embodiments of the
present invention or in the prior art more clearly, the accom-
panying drawings for describing the embodiments are intro-
duced briefly in the following. Apparently, the embodiments
in the following description are merely a part rather than all of
the embodiments of the present invention. Persons of ordi-
nary skill in the art may obtain other accompanying drawings
based on the accompanying drawings without creative
efforts.

FIG. 1 is a schematic diagram of an existing modulation
structure for generating a QPSK signal;

FIG. 2 is a schematic diagram of an existing modulation
structure for generating a 16 QAM signal;

FIG. 3 is a schematic diagram of an existing modulation
structure for generating a DP-QPSK signal;

FIG. 4 is a structural diagram of a signal generating appa-
ratus according to an embodiment of the present invention;

FIG. 5 is a schematic diagram of an optical signal emitted
into a polarization beam splitter;

FIG. 6 is another schematic diagram of an optical signal
emitted into a polarization beam splitter;

FIG. 7 is still another schematic diagram of an optical
signal emitted into a polarization beam splitter; and

FIG. 8 is a flowchart of a signal generating method accord-
ing to an embodiment of the present invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

The technical solutions according to the embodiments of
the present invention are clearly and completely described in
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the following with reference to the accompanying drawings.
Apparently, the embodiments in the following description are
merely a part rather than all of the embodiments ofthe present
invention. All other embodiments obtained by persons of
ordinary skill in the art based on the embodiments of the
present invention without creative efforts shall fall within the
protection scope of the present invention.

Embodiment 1

Referring to FIG. 4, FIG. 4 is a structural diagram of a
signal generating apparatus according to an embodiment of
the present invention. As shown in FIG. 4, the signal gener-
ating apparatus may include: a first adjustment module 401, a
polarization beam splitter 402, a first QPSK modulator 403, a
second QPSK modulator 404, a second adjustment module
405, and a polarization beam combiner 406.

The first adjustment module 401 is connected to the polar-
ization beam splitter 402, and configured to adjust an incident
angle of an optical signal entering the polarization beam
splitter 402, so that the polarization beam splitter 402 outputs
a first optical signal and a second optical signal that have a
preset power ratio, where the optical signal may be provided
by a laser diode (LD).

The first QPSK modulator 403 is connected to a first output
end of the polarization beam splitter 402, and configured to
modulate the first optical signal by using an externally input
data stream, to obtain a first QPSK optical signal.

The second QPSK modulator 404 is connected to a second
output end of the polarization beam splitter 402, and config-
ured to modulate the second optical signal by using an exter-
nally input data stream, to obtain a second QPSK optical
signal.

In this embodiment, the second adjustment module 405 is
connected to the second QPSK modulator 404 and the polar-
ization beam combiner 406, and configured to adjust a polar-
ization state of the second QPSK optical signal before the first
QPSK optical signal and the second QPSK optical signal are
input into the polarization beam combiner 406, so that polar-
ization states of the first QPSK optical signal and the second
QPSK optical signal that are input into the polarization beam
combiner 406 are orthogonal or the same.

Optionally, the second adjustment module 405, may also
be connected to the first QPSK modulator 403 and the polar-
ization beam combiner 406 (not shown in FIG. 4), and con-
figured to adjust a polarization state of the first QPSK optical
signal before the first QPSK optical signal and the second
QPSK optical signal are input into the polarization beam
combiner 406, so that the polarization states of the first QPSK
optical signal and the second QPSK optical signal that are
input into the polarization beam combiner 406 are orthogonal
or the same, which is not limited in this embodiment.

As shown in FIG. 4, the polarization beam combiner 406 is
connected to the first QPSK modulator 403 and the second
QPSK modulator 404, and configured to output a 16QAM
signal when the polarization states of the first and second
QPSK optical signals are the same, or output a DP-QPSK
signal when the polarization states of the first and second
QPSK optical signals are orthogonal.

In this embodiment, the first adjustment module 401 may
specifically adjust an incident angle of an LD optical signal
emitted into the polarization beam splitter 402, so that a
power ratio between the first optical signal and the second
optical signal that are output by the polarization beam splitter
402 is 1:4 or 4:1.

Referring to FIG. 5, FIG. 5 is a schematic diagram of an
optical signal emitted into the polarization beam splitter 402.
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The y-axis and x-axis represent directions of the first optical
signal and the second optical signal that are output by the
polarization beam splitter 402, respectively. A dashed line
represents a direction of an optical signal that is adjusted by
the first adjustment module 401 and enters the polarization
beam splitter 402. As shown in FIG. 5, when an angle between
the dashed line and the y-axis is 26°, an angle between the
dashed line and the x-axis is 64°. In this case, the power ratio
between the first optical signal output in the direction of the
y-axis and the second optical signal output in the direction of
the x-axis is 4:1. Alternatively, when the angle between the
dashed line and the y-axis is 64°, the angle between the
dashed line and the x-axis is 26° (not shown in FI1G. 5). In this
case, the power ratio between the first optical signal output in
the direction ofthe y-axis and the second optical signal output
in the direction of the x-axis is 1:4.

In a situation in which the power ratio between the first
optical signal and the second optical signal is 1:4 or 4:1, the
second adjustment module 405 may specifically adjust the
polarization state of the second QPSK optical signal, so that
the polarization states of the first QPSK optical signal and the
second QPSK optical signal that are input into the polariza-
tion beam combiner 406 are the same, and the polarization
beam combiner 406 may output a 16QAM signal. In this
manner, the 16QAM signal output by the polarization beam
combiner 406 is specifically a 16QAM signal with a square
constellation.

Optionally, in the situation in which the power ratio
between the first optical signal and the second optical signal
is 1:4 or 4:1, if the second adjustment module 405 is con-
nected to the first QPSK modulator 403 and the polarization
beam combiner 406 (not shown in FIG. 4), the second adjust-
ment module 405 may specifically adjust the polarization
state of the first QPSK optical signal, so that the polarization
states of the first QPSK optical signal and the second QPSK
optical signal that are input into the polarization beam com-
biner 406 are the same, and the polarization beam combiner
406 may output a 16QAM signal.

In this embodiment of the present invention, the polariza-
tion beam combiner 406 may output 16QAM signals with
various types of constellations, as long as the first adjustment
module 401 is used to adjust an incident angle of an optical
signal entering the polarization beam splitter 402 so that the
polarization beam splitter 402 outputs the first optical signal
and the second optical signal with various power ratios, and
the second adjustment module 405 adjusts the polarization
state of the first QPSK optical signal or the second QPSK
optical signal so that the polarization states of the two QPSK
optical signals that are input into the polarization beam com-
biner 406 are the same. The details are not described herein
again.

In this embodiment, the first adjustment module 401 may
specifically adjust the incident angle of the LD optical signal
entering the polarization beam splitter 402, so that the power
ratio between the first optical signal and the second optical
signal that are output by the polarization beam splitter 402 is
1:1.

Referring to FIG. 6, FIG. 6 is another schematic diagram of
an optical signal emitted into the polarization beam splitter
402. The y-axis and x-axis represent directions of the first
optical signal and the second optical signal that are output by
the polarization beam splitter 402, respectively. A dashed line
represents a direction of an optical signal that is adjusted by
the first adjustment module 401 and enters the polarization
beam splitter 402. As shown in FIG. 6, when an angle between
the dashed line and the y-axis is 45°, an angle between the
dashed line and the x-axis is 45°. In this case, a power ratio
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6

between the first optical signal output in the direction of the
y-axis and the second optical signal output in the direction of
the x-axis is 1:1.

In a situation in which the power ratio between the first
optical signal and the second optical signal is 1:1, the second
adjustment module 405 may specifically adjust the polariza-
tion state of the second QPSK optical signal, so that the
polarization states of the first and second QPSK optical sig-
nals that are input into the polarization beam combiner 406
are orthogonal, and the polarization beam combiner 406 may
output a DP-QPSK signal.

Optionally, in the situation when the power ratio between
the first optical signal and the second optical signal is 1:1, if
the second adjustment module 405 is connected to the first
QPSK modulator 403 and the polarization beam combiner
406 (not shown in FIG. 4), the second adjustment module 405
may specifically adjust the polarization state of the first
QPSK optical signal, so that the polarization states of the first
and second QPSK optical signals that are input into the polar-
ization beam combiner 406 are orthogonal, and the polariza-
tion beam combiner 406 may output a DP-QPSK signal. It
should be noted that, in the situation in which the power ratio
between the first optical signal and the second optical signal
is 1:1, if the polarization states of the first and second QPSK
optical signals are adjusted to be orthogonal, values of optical
power of the two polarization states of the obtained DP-
QPSK signal are almost equal. Definitely, for some particular
cases or application requirements, the power ratio between
the first optical signal and the second optical signal may not
be 1:1. In this case, by adjusting the polarization states of the
first and second QPSK optical signals to be orthogonal, a
DP-QPSK signal can still be obtained. However, a difference
may exist in the values of the optical power of the two polar-
ization states of the DP-QPSK signal, which is not limited in
this embodiment.

Further, in the signal generating apparatus provided by this
embodiment, the first adjustment module 401 may also be
configured to adjust the incident angle of the optical signal
emitted into the polarization beam splitter 402, so that the
polarization beam splitter 402 outputs only one optical signal.

Referring to FIG. 7, FIG. 7 is another schematic diagram of
an optical signal emitted into the polarization beam splitter
402. The y-axis and x-axis represent directions of the first
optical signal and the second optical signal that are output by
the polarization beam splitter 402, respectively. A dashed line
represents a direction of an optical signal that is adjusted by
the first adjustment module 401 and enters the polarization
beam splitter 402. As shown in FIG. 7, when an angle between
the dashed line and the y-axis is 0° (the dashed line overlaps
with the y-axis), the dashed line is perpendicular to the x-axis.
In this case, the polarization beam splitter 402 may output the
first optical signal only in the direction of the y-axis. Further,
when an angle between the dashed line and the x-axis is 0°,
the dashed line is perpendicular to the y-axis (not shown in
FIG. 7). In this case, the polarization beam splitter 402 may
output the second optical signal only in the direction of the
X-axis.

Further, when only the first optical signal is output in the
direction of the y-axis of the polarization beam splitter 402,
the first QPSK modulator 403 may use an externally input
data stream to modulate the first optical signal, to obtain only
one QPSK optical signal. In this case, the polarization beam
combiner 406 may output this QPSK optical signal.

Further, when only the second optical signal is output in the
direction of the x-axis of the polarization beam splitter 402,
the second QPSK modulator 404 may use an externally input
data stream to modulate the second optical signal, to obtain
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only one QPSK optical signal. In this case, the polarization
beam combiner 406 may output this QPSK optical signal.

In this embodiment, the first adjustment module 401 may
specifically be a Faraday rotator (Faraday Rotator, FR) or a
polarization controller, and the second modulation module
405 may specifically be a Faraday rotator or a polarization
controller.

In this embodiment, the first adjustment module 401 may
obtain two optical signals having a preset power ratio by
adjusting an incident angle of an optical signal entering the
polarization beam splitter 402; the first QPSK modulator 403
and the second QPSK modulator 404 use an externally input
data stream to perform QPSK modulation on the two optical
signals respectively, so as to obtain two QPSK signals;
according to the optical power ratio between the two QPSK
signals, the second adjustment module 405 may adjust the
polarization states of the two QPSK signals to be the same,
and the polarization beam splitter 406 combines the two
QPSK signals to obtain a 16QAM signal; or, the second
adjustment module 405 adjusts the polarization states of the
two QPSK signals to be orthogonal, and the polarization
beam splitter 406 combines the two QPSK signals to obtain a
DP-QPSK signal. In this embodiment of the present inven-
tion, without changing hardware, an apparatus capable of
generating different types of modulation signals is imple-
mented, and is applicable to various transmission scenarios.

Embodiment 2

Referring to FIG. 8, FIG. 8 is a flowchart of a signal
generating method according to an embodiment of the
present invention. As shown in FIG. 8, the method may
include the following steps:

801: Adjust an incident angle of an optical signal entering
a polarization beam splitter, so that the polarization beam
splitter outputs a first optical signal and a second optical
signal that have a preset power ratio.

A Faraday rotator (Faraday Rotator, FR) or a polarization
controller may be used to adjust the incident angle of the
optical signal entering the polarization beam splitter, so that
the polarization beam splitter outputs two optical signals
having a preset power ratio. The optical signal may be pro-
vided by a laser diode (D).

For example, the incident angle of the optical signal emit-
ted into the polarization beam splitter may be specifically
adjusted, so that a power ratio between the first optical signal
and the second optical signal that are output by the polariza-
tion beam splitter is 1:4 or 4:1. The specific implementation
process of adjusting incident angle of the optical signal emit-
ted into the polarization beam splitter so that the power ratio
between the first optical signal and the second optical signal
that are output by the polarization beam splitter is 1:4 or 4:1
has been described in detail in Embodiment 1. The details will
not be described herein again.

For another example, the incident angle of the optical sig-
nal emitted into the polarization beam splitter may be specifi-
cally adjusted, so that the power ratio between the first optical
signal and the second optical signal that are output by the
polarization beam splitteris 1:1. The specific implementation
process of adjusting the incident angle of the optical signal
emitted into the polarization beam splitter so that the power
ratio between the first optical signal and the second optical
signal that are output by the polarization beam splitter is 1:1
has been described in detail in Embodiment 1. The details will
not be described herein again.

802: Perform QPSK modulation on the first optical signal
by using an externally input data stream, to obtain a first
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QPSK optical signal; and perform QPSK modulation on the
second optical signal by using an externally input data stream,
to obtain a second QPSK optical signal.

803: Adjust a polarization state of the first QPSK optical
signal or a polarization state of the second QPSK optical
signal before the first QPSK optical signal and the second
QPSK optical signal are input into a polarization beam com-
biner, so that the polarization states of the two QPSK optical
signals that are input into the polarization beam combiner are
orthogonal or the same.

In this embodiment, in a situation in which the power ratio
between the first optical signal and the second optical signal
is 1:4 or 4:1, the FR or the polarization controller may be used
to adjust the polarization state of the second QPSK optical
signal, so that the polarization states of the first QPSK optical
signal and the second QPSK optical signal that are input into
the polarization beam combiner are the same, and the polar-
ization beam combiner may output a 16QAM signal.

Optionally, in the situation in which the power ratio
between the first optical signal and the second optical signal
is 1:4 or 4:1, the FR or the polarization controller may be used
to adjust the polarization state of the first QPSK optical sig-
nal, so that the polarization states of the first QPSK optical
signal and the second QPSK optical signal that are input into
the polarization beam combiner are the same, and the polar-
ization beam combiner may output a 16QAM signal.

In this embodiment, in a situation in which the power ratio
between the first optical signal and the second optical signal
is 1:1, the FR or the polarization controller may be used to
adjust the polarization state of the second QPSK optical sig-
nal, so that the polarization states of the first QPSK optical
signal and the second QPSK optical signal that are input into
the polarization beam combiner are orthogonal, and the polar-
ization beam combiner may output a DP-QPSK signal.

Optionally, in the situation in which the power ratio
between the first optical signal and the second optical signal
is 1:1, the FR or the polarization controller may be used to
adjust the polarization state of the first QPSK optical signal,
so that the polarization states of the first QPSK optical signal
and the second QPSK optical signal that are input into the
polarization beam combiner are orthogonal, and the polariza-
tion beam combiner may output a DP-QPSK signal.

804: The polarization beam combiner outputs a 16QAM
signal when the polarization states of the two QPSK optical
signals are the same; or outputs a DP-QPSK signal when the
polarization states of the two QPSK optical signals are
orthogonal.

Further, in the signal generating method provided by this
embodiment, the FR or the polarization controller may also
be used to adjust the incident angle of the optical signal
emitted into the polarization beam splitter, so that the polar-
ization beam splitter only outputs one optical signal. In this
case, the QPSK modulation is performed on the only one
optical signal output by the polarization beam splitter by
using an externally input data stream, to obtain one QPSK
optical signal; and the one QPSK optical signal is output by
the polarization beam combiner, to obtain one QPSK optical
signal.

In this embodiment, two optical signals having a preset
power ratio may be obtained by adjusting an incident angle of
an optical signal entering the polarization beam splitter, and
QPSK modulation is performed on the two optical signals
respectively by using an externally input data stream to obtain
two QPSK signals; according to the optical power ratio of the
two QPSK signals, the two QPSK signals may be adjusted to
have the same polarization state and then combined to obtain
a 16QAM signal; or the two QPSK signals may be adjusted to
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have orthogonal polarization states and then combined to
obtain a DP-QPSK signal. In this manner, different signals
can be generated.

Persons of ordinary skill in the art should understand that
all or a part of the steps of the methods according to the
embodiments of the present invention may be implemented
by a program instructing relevant hardware. The program
may be stored in a computer readable storage medium. When
the program is run, the steps of the methods according to the
embodiments are performed. The storage medium may be
any medium that is capable of storing program codes, such as
a read-only memory (ROM), a random access memory
(RAM), a magnetic disk, or an optical disk.

The signal generating method and apparatus provided by
the embodiments of the present invention are described in
detail in the foregoing. The principle and implementation
manners of the present invention are described herein by
using specific examples. The description about the embodi-
ments of the present invention is merely provided for ease of
understanding of the methods and core ideas of the present
invention. Persons of ordinary skill in the art can make varia-
tions and modifications to the present invention in terms of the
specific implementations and application scopes according to
the ideas of the present invention. Therefore, the specification
shall not be construed as a limit to the present invention.

What is claimed is:

1. A signal generating apparatus, comprising a first adjust-
ment module, a polarization beam splitter, a first quadrature
phase shift keying modulator, a second quadrature phase shift
keying modulator, a second adjustment module, and a polar-
ization beam combiner,

wherein the first adjustment module is configured to adjust

an incident angle of an optical signal entering the polar-

ization beam splitter, so that the polarization beam split-
ter outputs a first optical signal and a second optical
signal that have a preset power ratio;

wherein the first quadrature phase shift keying modulator is

configured to modulate the first optical signal by using

an externally input data stream, so as to obtain a first
quadrature phase shift keying optical signal;

wherein the second quadrature phase shift keying modula-

tor is configured to modulate the second optical signal

by using an externally input data stream, so as to obtain

a second quadrature phase shift keying optical signal;

wherein the second adjustment module is configured to

adjust, before the first quadrature phase shift keying
optical signal and the second quadrature phase shift
keying optical signal are input into the polarization beam
combiner, at least one polarization state selected from
the group consisting of:

a polarization state of the first quadrature phase shift
keying optical signal, and

a polarization state of the second quadrature phase shift
keying optical signal;

and

wherein the polarization beam combiner is configured to

conditionally output:

a 16 quadrature amplitude modulation signal when the
polarization state of the first quadrature phase shift
keying optical signal is same as the polarization state
of the second quadrature phase shift keying optical
signal, and

a dual polarization quadrature phase shift keying signal
when the polarization state of the first quadrature
phase shift keying optical signal is orthogonal to the
polarization state of the second quadrature phase shift
keying optical signal.
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2. The apparatus according to claim 1, wherein
the first adjustment module is configured to adjust the
incident angle of the optical signal entering the polar-
ization beam splitter, so that a power ratio between the
first optical signal and the second optical signal that are
output by the polarization beam splitter is one of the
group consisting of: (a) 1:4 and (b) 4:1; and
the second adjustment module is configured to adjust at
least one of the group consisting of the polarization state
of the first quadrature phase shift keying optical signal
and the polarization state of the second quadrature phase
shift keying optical signal, so that the polarization states
of the two quadrature phase shift keying optical signals
that are input into the polarization beam combiner are
the same.
3. The apparatus according to claim 1, wherein
the first adjustment module is configured to adjust the
incident angle of the optical signal entering the polar-
ization beam splitter, so that the power ratio between the
first optical signal and the second optical signal that are
output by the polarization beam splitter is 1:1; and
the second adjustment module is configured to adjust at
least one of the group consisting of:
the polarization state of the first quadrature phase shift
keying optical signal, and
the polarization state of the second quadrature phase
shift keying optical signal, so that the polarization
states of the two quadrature phase shift keying optical
signals that are input into the polarization beam com-
biner are orthogonal.
4. The apparatus according to claim 1, wherein
the first adjustment module is further configured to adjust
the incident angle of the optical signal entering the polar-
ization beam splitter, so that the polarization beam split-
ter outputs only one optical signal;
at least one of the group consisting of the first quadrature
phase shift keying modulator and the second quadrature
phase shift keying modulator, is further configured to
use the externally input data stream to modulate the only
one optical signal output by the polarization beam split-
ter, so as to obtain one quadrature phase shift keying
optical signal; and
the polarization beam combiner is further configured to
output the quadrature phase shift keying optical signal.
5. The apparatus according to claim 1,
wherein the first adjustment module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller, and
wherein the second modulation module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller.
6. The apparatus according to claim 2,
wherein the first adjustment module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller, and
wherein the second modulation module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller.
7. The apparatus according to claim 3,
wherein the first adjustment module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller, and
wherein the second modulation module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller.
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8. The apparatus according to claim 4,

wherein the first adjustment module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller, and

wherein the second modulation module is at least one of the
group consisting of: a Faraday rotator and a polarization
controller.

9. An optical signal output generating method, comprising:

adjusting, by first adjustment module under programmed

5

processor control, an incident angle of an optical signal 10

entering a polarization beam splitter, so that the polar-

ization beam splitter outputs a first optical signal and a

second optical signal that have a preset power ratio;

performing quadrature phase shift keying modulation on
the first optical signal by using a first externally input
data stream, to obtain a first quadrature phase shift key-
ing optical signal;

performing quadrature phase shift keying modulation on

the second optical signal by using a second externally

input data stream, to obtain a second quadrature phase
shift keying optical signal;

adjusting, by a second adjustment module under pro-

grammed processor control, before the first quadrature

phase shift keying optical signal and the second quadra-

ture phase shift keying optical signal are input into a

polarization beam combiner, at least one polarization

state selected from the group consisting of:

a polarization state of the first quadrature phase shift
keying optical signal, and

a polarization state of the second quadrature phase shift
keying optical signal; and

conditionally outputting, by the polarization beam com-

biner:

a 16 quadrature amplitude modulation signal when the
polarization state of the first quadrature phase shift
keying optical signal is same as the polarization state
of the second quadrature phase shift keying optical
signal; and

a dual polarization quadrature phase shift keying signal
when the polarization state of the first quadrature
phase shift keying optical signal is orthogonal to the
polarization state of the second quadrature phase shift
keying optical signal.

10. The method according to claim 9, wherein the adjusting
the incident angle of the optical signal entering the polariza-
tion beam splitter, comprises:

adjusting the incident angle of the optical signal entering

the polarization beam splitter, so that a power ratio
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between the first optical signal and the second optical
signal that are output by the polarization beam splitter is
one of the group consisting of: (a) 1:4 and (b) 4:1; and

wherein the adjusting at least one of the group consisting of
the polarization state of the first quadrature phase shift
keying optical signal and the polarization state of the
second quadrature phase shift keying optical signal
comprises:

adjusting at least one of the group consisting of the polar-
ization state of the first quadrature phase shift keying
optical signal and the polarization state of the second
quadrature phase shift keying optical signal, so that the
polarization states of the two quadrature phase shift
keying optical signals input into the polarization beam
combiner are the same.

11. The method according to claim 9, wherein the adjusting

the incident angle of the optical signal entering the polariza-
tion beam splitter, comprises:

adjusting the incident angle of the optical signal entering
the polarization beam splitter, so that a power ratio
between the first optical signal and the second optical
signal that are output by the polarization beam splitter is
1:1; and
wherein the adjusting at least one of the group consisting of
the polarization state of the first quadrature phase shift
keying optical signal and the polarization state of the
second quadrature phase shift keying optical signal
comprises:
adjusting at least one of the group consisting of the
polarization state of the first quadrature phase shift
keying optical signal and the polarization state of the
second quadrature phase shift keying optical signal,
so that the polarization states of the two quadrature
phase shift keying optical signals input into the polar-
ization beam combiner are orthogonal.
12. The method according to claim 9, further comprising:
adjusting the incident angle of the optical signal entering
the polarization beam splitter, so that the polarization
beam splitter outputs only one optical signal;
using one of the first and second externally input data
stream to modulate the only one optical signal output by
the polarization beam splitter, so as to obtain one quadra-
ture phase shift keying optical signal; and
outputting, by the polarization beam combiner, the quadra-
ture phase shift keying optical signal.
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